FEATURES:

» 45 deg. offset scale for easy line of sight viewing when
mounted on hand or wrist.
» Rugged, precision machined
aircraft aluminum case.
Choice of symmetric or asymmetric
scale graduation in either feet or meters.
Adjustable electro-luminescent backlight
for night jumping, NVG compatible.
» Smooth, non-erratic pointer movement,
step motor controlled.
» Automatic calibration to local elevation
» mBar adjustment to absolute value
at Drop Zone (QFE).
Front OLED menu for mBar adjustment,
backlight intensity, self-test report, etc.
Two independent pressure sensing
modules for maximum reliability.
Full-Function freefall logging computer.
Compatible with Military CYPRES.
Compatible with Military Jump Track for
data download to a PC.
Scratch proof lens made from
high-impact etched glass.
Shockproof and waterproof (6ft/24hrs).
Operating altitude O to 40,000ft
Temperature range: -35°C to +80°C,
continuous operation. Will operate
at -50°C for 10 minutes.
» No pressure chamber testing
required, ever!
» Long lasting 2 AA lithium battery.
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Secure, wrist-mount
adjustable strap allowing
access to rear panel functions

Wrist-Wrap Hand Mount

(optional)
Front OLED menu for
mBar adjustment, backlight, etc.
Adjustable
Split-Wrap
Hand Mount Ruggedized aluminum

(optional) water-proof casing

Easy access to jump data
from the back-side interface

Altitrack™ Military: 30,000 ft. - p/n L308210-01
NATO STOCK # 6675-22-616-5036
Altitrack™ Military: 12,000 ft. - p/n L308230-01
other scales in FT or M available

Altiset™ Military: - p/n L801000-01
NATO STOCK # 5820-22-616-5040

JumpTrack 3™ Military: p/n L5041-01

Optional Accessory

» Remote control for presetting
mBar, and backlight.

» Rugged, precision machined
aircraft aluminum case.

» IrDA communication with
Military Altitrack.
(distance 30 cm/10 inches)

» Front OLED display.

» Scratch proof lens made from
high-impact etched glass.

Military JumpTrack 3™ \-

with USB IrDA Interface
(optional accessory)




